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Robots have p o t e n t i a l  for increasing the va lue  of man's presence i n  space. 
Some ca t egor i e s  wi th  p o t e n t i a l  bene f i t  are: 1) performing extravehicular  t a s k s  
l i k e  sa te l l i t e  and s t a t i o n  serv ic ing ,  2 )  supporting t h e  science mission of t h e  
s t a t i o n  by manipulating experiment tasks ,  and 3)  performing in t ravehicu lar  
a c t i v i t i e s  which would be boring, tedious,  exact ing,  or otherwise unpleasant f o r  
as t ronauts .  

A n  important i s s u e  i n  space robot ics  is se l ec t ion  of an appropriate  leve 
of autonomy. I n  broad terms w e .  I;zan.,...dP€ine t h ree  l e v e l s  of autonomy 
1) te leopera ted  - an opera tor  e x p l i c i t l y  con t ro l s  robot movement, 2 )  t e l e robo t i c  - an ope ra to r  c o n t r o l s  t k e  robot  d i r e c t l y ,  bu t  by high-level commands, without, 
for example, d e t a i l e d  con t ro l  of t r a j e c t o r i e s ,  and 3) autonomous - an operator  
suppl ies  a s i n g l e  high-level command, t h e  robot  does a l l  necessary t a s k  
sequencing and a lanning  t o  s a t i s f y  t h e  command. 

W e  chose t h r e e  p r o j e c t s  f o r  our  explorat ion of technology and implenenta- 
t i o n  i s s u e s  i n  space robots ,  one each of t h e  t h r e e  appl ica t ion  a reas ,  each wi th  
a d i f f e r e n t  l e v e l  of  autonomy. The p ro jec t s  w e r e :  

. i .  s a t e l l i t e  se rv ic ing  - te leoperated 

.)., l abora tory  a s s i s t a n t  - t e l e robo t i c  

.3, on-orbit  inventory manager - autonomous 
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The Space S ta t ion  provides such a n  

1 . 0  In t roduct ion  

robot ics  a s  a n a j o r  t o o l  f o r  accomplishing t h e  science mission of t h e  s t a t ion  by 
making c r e w  t i m e  a v a i l a b l e  f o r  science and by automating p a r t  of t h e  science 
task  i t s e l f .  

This  paFer presents  an  overrriew of t h r e e  rcbot ics  sysce3 t e s t  p ro jec t s  
conducted i n  t h e  Boeing Space S ta t ion  Robotics Laboratory i n  Huntsvil le.  
Assembly and tes t  were conducted with subcontractor  support  from Essex 
Carporation, Georgia Tech Research I n s t i t u t e ,  Trans i t ions  Research Corporation, 
and Westinghouse Electric Corporation. 

2 . 0  Component Technology and In tegra t ion  I ssues  

Our overr iding theme i n  t h i s  work was in tegra t ion  of s y s t e t s  having 
embedded robots for app l i ca t ions  use fu l  i n  space. The idea of focusing on 
systems may seem paradoxical ,  but t h e  problems of in tegra t ing  the  robot ic  system 
were more important t o  us  than the  component technologies.  O f  course,  w e  w e r e  
obliged t o  address t h e  component technologies t o  Bake t h e  systems work. One 
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interesting system-level descriptor of a robotic application is its level of 
autonomy. one, 
the more autonomous a robot is, the more abstract are the instructions which 
operate it and, two, the longer it can act without human intervention. For our 
own convenience we defined three levels on the autonomy continuum: * 

a. Teleoperated - a~ operator directly controls each action of the robot. 
Typical control devices include joystick, teach pendant, and master-slave 
device. 

b. Telerobotic - an operator controls the robot by giving medium level 
commands like, "move to position An or "load sample #2." 

c. Autonomous - the operator makes a single request for a logically 
complete service. The robot does whatever planning, obstacle avoidance, etc., 
which are necessary to complete ?Ae service. 

We wanted to explore these three levels of autonomy and transition paths 
for systems with low autonomy to higher autonomy. 

The component technologies and issues we wanted to address by incorporation 
into our systems were: teleoperation time delay, compliance, man-machine 
interface, sensors, robot control language, multi-arm control, video/lighting, 
vision, end effectors, and hand controllers. 

3.0 Selected R o b o t  Projects 

Based on our systems interests and relevant component technologies, we 
selected three projects. of 
autonomy. The component technologies were shared among the projects in such a 
way as to permit expioration of those technologies but without burdening any one 
project with too many integration problems. Figure 1 shows the allocation of 
component technologies and level of automation to our selected pro)ects. 

The level of autonomy of a robot can be thought of in two ways: 

Each project was chosen to be at a different level 
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FIGURE 1 ALLOCATION OF TECHNOLOGY IssuEs TO P m r c r s  

The robotic systems were assembled in our Huntsville Space Station 
Laboratory. Figure 2 shows the laboratory f loo r  plan. It consists of tvo major 
f loor  areas: a staging area for robot systems and an acoustically isolated 
control room. 

36 



TEESCIENCE UORKSTfiTI CONTROL RACK 
* CRYSTAL GROUTH RACK\\ 1 

END-EFFECTOR RACK- 1 
corms RACK 

TWO fiRnED LOGISTI( :S 
30T - 

t e 

I 1 

?CONTROL COnWTERS 

3 

The staging area is equipped w i t h  a variety of special lighting types and 
black stage curtains. The workstation is located the control room. A window 
between the two areas permits viewing during a 
blind for visual isolation during testing. 

3.1 Teleoperator for On-Orbit Servicing 

This system provides one-g simulation of a teleoperated robot for 
characteristic on-orbit servicing tasks. Our objectives in this task were to 
drive out servicer and human operation dssi requirements. Figure 3 shows the 
general test configuration. The servicgg tasks were representad on a 
half-scale satellite mock-up w i t h  simulated Orbital Replacement Units (ORU's): 
Flight Guidance Equipment, Rate Sensing Unit, Battery, and lh l l t i r i s s ion  nodular 
Spacecraft Module (M). These replaceable units are attached to the mock-up by 
different space-type fasteners and in different orientations. Obstacles can be 
located to increase difficulty of changeout. The robot arm is a Uniration Puma 
560. A black and white CCD camera is attachedto the robot wrist (see 
figure 4). Two other color cameras with rU0tely operable pan-tilt-zoom-focus 
are placed for worksite viewing. Several end effectors were developed for this 
test: m s  tool, gripper, hexdriver, scissors, and insulation holder. The and 
effectors are electrically driven and mat0 to a C o m n  interface. For this test 
the workstation is configured with three video monitors, robot control screen, 
and keyboard voice-driven video controllers and robot controllers. 

testing. 
They had no prior experience w i t h  manipulator controls. All had normal or 
corrected visual acuity as determined by a Class 11 Flight Visual Examination. 
Two Skylab astronauts also participated. 

The first testing stage was used to develop learning curve data ana to 
compare user preference for teach pendant and joystick. Subjects czmpletcd 
approximately 400 runs with 80 hours of testing. € 5 ~ 9  3 gives an example of 
learning curve data. The subjects unanhously selected the jcysticks aver teach 
pendant as the controller they would choose to do a difficalt task. E e  data 
showed that subjects learned more and produced fastar  tires vi'& joysticks. 

test setup but is equipped with 

Six Boeing employees were chosen as subjects in the human factors 
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FIGURE 3 CONFIGURATlON FOR TELEWERATOR TESTING 

FIGURE 4 HEX DRIVE E m  EFFECTOR wxfn CAMEM 
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FIGURE 5 -LE INDIVIDUAL Luwrm CURVE 

The second t e s t i n g  s t age  was used t o  assess *the hpact of conmication 
t i re  de lay  on task performance. By tho t i m e  uo startod this t e s t i n g ,  tho 
svbjects each had a minimum of thirteon hour8 of manipulator con t ro l  urprrionco. 
Only t h e  j o y s t i c k s  w e r e  used. Figure 6 lists the t a s k s  urd subtasks w e  used. 
As an example, Figure 7 shows the J-hook f a s t ene r  w d  in on. of the task.. 
Figure 8 shows how t a s k  completion tiro and arm movuent t ire dopended upon t i m e  
delay. 

Crlve Screw 

FIGURE 6 TASKS Usto 11 TIMC-D~LAYED TELEOPEMTIOU 
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FIGURE 7 EXAMPLE TIM - J-lbou FASTENER 

TASX TI- 

.......... u( MOVE TIME 

After our tolooperation tasting vas corpleto, vo ware given the opportunity 
to install the talooperator on a Spaco Station Modulo mock-up. In t h i s  cas0 the 
task vas to evaluato control of the teleoperator f r o m  an Element Control 
Uork8tation in a debris shield inspection Bode. 



3.2 Telerobotic Laboratory kssistant 

ranipula- 
tive tasks can be performed under direct control even with a 8ignificant time 
delay. Direct taleoperation should not, howwer, be considered an acceptable 
long-term solution. Two important factors score against it: The cumulative 
r i s k  of damage is high and a highly skilled human operator is required. 

AstroMutr 
will most usually be skilled generalists. We cannot, however, expect them to be 
experts in all aspects of Space station sciencea. One way to get best use out 
of the Space Station is to permit a ground-based scienti8tto conduct his 
experiment on orbit with the feeling of "being there." This project integrates 
a telescience workstation with process control of a chemical vapor transport 
(CTV) furnace, mechanical control o f  embedded experiment automation, and a 
laboratory assistant robot 

Figure 9 shows the general arrangement for this project. The robot control 
is at a higher evolutionary level than in our direct teleopuator work. A 
hierarchical control structure has been built up from very lw-level -6. 
Error conditions are sensed and handled at the lowest practical level. Condi- 
t ionr w h i c h  cannot bo handled by tho system are presented to the operator for 
reaolution. 

A configuration Schematic is shown in F i g u r e  10. The Uninate standard 
programming language VAL XX was used. However, some special-purpose ruttines 
were coded in assembly language to facilitate sensor and couand port cogmica- 
tions. Ultimately, movement of an object vas achieved with a VAL UOVE CQIlllllLd. 
We implemented several ways to move an object: nollal, shielded, constrained, 
or compliant. 

t o  a robot and its payload. This 
"force shield" stops motion if forces and torques mmasured by the wrist sumor 
exceed expected threshold levels. Threshold levels right be exceeded if, for 
example, the tool or paylaad comes in contact w i t h  an unexpected surface. 

Constrained motion involves shielded motion to the vicinity of a target 
point and additional movements until expected force and torque values are 
reached. 

Compliant notion uses force/torque feedback to complete an action such as 
insertion of a tool into a hole.  X f  a *.rashold is exceeded using crmplaint 
motion, but it is not the success constraint value, then attempts are made to 
compiy by altering the robot path based on direction of the axwriencsd forces.  

bl  

Our taleoperation work in the previous section s h d  that many 

This application addressed the use of a robot fn telescience. 

Shielded motion helps to prevent damage 
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Additional con t ro l  pr imit ives  allow f o r  ob jec t  alignment and s l i p  detect ion 
using a t a c t i l e  sensor pad i n  the  gripper. These control  p r i m i t i v e s  were 
combined i n  a h i e ra rch ica l  fashion t o  penr i t  commands lh: "grip se lec ted  
ampoule,' ' i n se r t  ampoule," etc. 

Remote opera t ion  of a CVT c r y s t a l  growth experiment w a s  simulated by 
placing the CVT equipment rack within reach of t h e  robot and by placing con t ro l  
computers a d  monitors i n  t h e  adjacent  control room. Tb. t e lesc iance  work- 
s t a t i o n  contained three video monitors: tu0 were normally used t o  view t h e  work 
area and one t o  monitor c r y s t a l  growth. 

The scenario began by the robot attempting t o  f ind  a reference locat ion on 
the  rack. This w a s  a snall post on the rack f r o n t  surface. Tha robot grasped 
the poet and used the force/tocque sensor to fine-tune the locat ion of tho post 
r e l a t i v e  t o  the robot. The CVT system was i n i t i a l i z e d  by roving the ampoule 
pos i t ion ing  mechanism t o  a home loca t ion  so that an ampoule could be loaded 
without coming i n t o  contact  w i t h  +he furnace. The robot  was then commanded t o  
grip a selected ampoule, inser t  i n t o  the pos i t ioner ,  and then t o  re lease t h e  
ampoule. The pos i t i one r  w a s  then commanded t o  i n s e r t  the ampoule i n t o  the  
furnace. The predefined furnace temperature and ampoule pos i t ions  w e r e  then 
executed. The  t e l e s c i e n t i s t  viewed crystal growth with the ricroscope-video 
system, changing temperature and pos i t i on  parameters as necessary. When the  
c r y s t a l  growth w a s  complete, a sequence of commands vas  made to m o v e  t h e  
ampoule, p lace  i n  a cooling rack, and stow for shipping. 

3.3 Autonomous Logistic Robot 

each required more or less continuous 
human supervision. Certainly supervis ion i n  the te lesc ience  case vas a t  a 
higher  l eve l ,  b u t  t h e r e  was no intent to ignore the s y s t e m  u n t i l  t h e  job 
ccnpletion. I n  this pro jec t  our  goal vas t o  i n t  r a t e  a system which vould 
complete an e n t i r e  In order  t o  
l a k e  this poss ib le ,  w e  chose a rather structured environment: a &-up of a 
Space S t a t i o n  logistic module. in 
that w e  d id  no t  r equ i r e  objec ts  t o  be prec ise ly  located. Figure 11 shows the 
general  system arrangement. 

The two p r o j e c t s  described thus  f a r  

t a sk  without human guidance or 7 ntervention. 

W e  d i d  not f u l l y  s t r u c t u r e  the problem space 

Figure 12 shovs the equipment configuration. 
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FIGURE 11 TMO-ARMED LOGISTIC ROBOT 

-- I.. .*. 

. . '. ~- - . .- . .  ..., ._ .. _. . , , . .. - _.._. :.. .,. ....., r I 1.. 
-- . .  -- 

. .. . 

-- 

FIGURE 12 LOGISTIC ROEOT EQUIPMENT C O N F I G U R A T I O N  



The.logistic module segment mock-up of a radial configuration vas approxi- 
ratel halflrcale. The drawers and racks were mounted so that articles vould 
fall If not constrained. For test purposes, to 
represent typical on-orbit inventory items. The purpose of the rail-based 
transporter was to grossly position the robot to 
allow the robots by means of force and vision to accomplish its task- 

The robot consisted of two Puma 560 arms mounted on a transporter carriage. 
The arms shared a co-n work space. Am-to-arm messages were used to 
synchronize arm movements. 

It 
was primarily for identifying drawers and The 
other hand had a servo gripper which was equipped with automatically inter- 
changeable fingers: one set for gripping handles, the other for picking up 
small objects. The servo feature alloued measureaent of position velocity and 
force parameters. 

The Automatix AV-5 vision system was used to identify items in a drawer and 
to locate open areas where they could be placed. The AV-5 also served as system 
coordinator. 

Test scenarios have allowed us to automatically identify, store, and 
retrieve inventory items, racks, and drawers. Two-arm activities are 
coordinated at least to a collision prevention level. Removal of a full rack 
was a two-armed activity and required fully cooperative two-armed motion. 

4.0 General 0bservatior.s 

In order to build systems w i t h  embedded robots, we found it necessary to 
use several different com uters, operating systems, and programming languages - 
standards are used in a discipline is one measure of its maturity, +den robotics 
is immature. interconnection 
and cooperative use of diverse etc.). 
A layering standard along the lines of the ISO-OS1 definitions 1s essential for 
design of reusable components and evolving robot autonomy. We don't want to 
stifle research, but those who must build real systems for space will be greatly 
aided by standards. 

Our teleoperator servicing tests were based on existing satellite design. 
It didn't take us long to decide that existing satellites would be extremely 
difficult to service by robot and that two arms vould be required. A review of 
the manipulative difficulties also showed that those tasks could have been 
designed for relatively simple one-arm operation. The s stems we expect to 
manipulate in space should be designed for robotic attention. Our industrial 
experience tells us that a task designed by 
humans. 

Our time-delay work showed that typical tasks can be Cone by teleoperation. 
They just take longer with tire delay. The situation is really a bit more 
complicated. Our test subjects were not repairing a multimillion-dollar 
satellite. There was a test observer with a panic button carefully watching for 
the robot to get into trouble. In fact, a significant number of runs were 
aborted to protect equipment or to release a jammed tool. 

a sat of shple tools was used 

in the area of its target and 

Each a m  had a different gripper. One had an integral barcode reader-. 
racks and for grasping handles. 

not that it was c surpr f se, but it was a nuisance. If the level to which 

We need to apply some standards which will permit 
equipment (e.g., vision, arms, ?rippers, 

for robots can be performed better 
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